TEMPORARY

IMPORTANT :

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS NO. MD 104.00.

NOTES:
SIMILAR SIGNING. DENOTED BY
A LETTER., FOR THE OPPOSITE

APPROACH SHALL BE PLACED.

SIMILAR SIGN SPACINGS
SHOULD ALSO BE USED
AS SHOWN BELOW.

SPEED LIMIT TO BE
ESTABL ISHED BY THE
DISTRICT ENGINEER.

FOR PROPER BARRIER FLARE
AND END PROTECTION. SEE
STANDARD NO. MD 104.86.

LENGTH OF DOUBLE YELLOW
CENTER LINES TO BE
DETERMINED BY THE
ENGINEER.

PLACE SIGN (1) AS DIRECTED
BY THE ENGINEER.

KEY:
B SIGN SUPPORT
—~—FACE OF SIGN
TEMPORARY TRAFFIC
7 ° SIGNALS & SUPPORTS
e APPROVED BARRIER
| CHANNEL IZING DEVICES
ﬁ DIRECTION OF TRAFFIC
WORK SITE

FLAGS AND FLASHING
WARNING LIGHT
ATOP SIGN

PROPERLY DESIGNED
CRASH CUSHION
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